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WIRING AND CONNECTIONS

On the back of the speaker, locate the pair of push-type speaker wire 
connectors. 

Strip the protective jacket back  1/2" on each speaker wire lead. Press the 
connector head down or push tab in, exposing a hole, and insert speaker wire 
into the hole. Release the head/tab to lock onto the wire.

To keep polarity correct, connect the amplifier’s + (positive) channel to 
speaker’s + (positive) channel and the amplifier’s - (negative) channel to the 
speaker’s - (negative) channel. To avoid shorts, keep stray strands clear of 
adjoining connectors.

SPEAKER GRILL INSTALLATION AND REMOVAL

Attach the metal grill to the frame by placing the grill over the edge of the
frame. Grill will self-center onto the magnet attachment system. To remove the grill, 
grab the edge of the grill and gently pull it away from the speaker.

SOUND TUNING

Pivoting tweeter (on select models)
Tweeters on DA Series models can be 
pivoted up to 10 degrees in any direction
around their axis to vary the sound distribu-
tion pattern as desired. 

Press on the outside edge of the tweeter’s 
metal grill portion to adjust.

WARRANTY AND SUPPORT

Warranty
Visit triadspkrs.co/warranty for details.

Return Merchandise Authorization (RMA) information
For Sales RMAs, contact your Inside Sales Associate. Your ISA information can be 
found in the My Account section of the Triad Portal under Control4 Contacts.

Technical support information
Phone: (888) 550-4221
Hours: 7:00 a.m. – 6:00 p.m. MT (Monday–Friday)
Email: service@triadspeakers.com

Insert the speaker into the hole.

Tighten the Phillips screws located on the front ba�e (see drawing below) to 
rotate and tighten the mounting doglegs to the drywall.

SPEAKER INSTALLATION
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GRILL SCRIM

DA Series round grills come with white scrim (acoustically transparent cloth installed 
on the inward-facing side of the grill). Square grills (sold separately) come with black 
scrim to minimize the contrast of the black speaker ba�e over a light-colored 
surface. Either scrim can be removed and carefully reinstalled when repainting the 
grill.

Copyright ©2019, Control4 Corporation. All rights reserved. Control4, the Control4 logo, the 4-ball logo, 
4Store, 4Sight, Control4 My Home, Triad, and the Triad logo are registered trademarks or trademarks of 
Control4 Corporation or its subsidiaries in the United States and/or other countries. All other names and 
brands may be claimed as the property of their respective owners. All specifications subject to change 
without notice.

Mounting doglegs will move outward and tighten to secure the speaker to 
the drywall.

Tweeter level switch (on select models)
In-Ceiling DA Series speakers have a 3-position tweeter level switch on their front ba�e. 

To increase the output of the tweeter, slide the switch towards the "+" mark. This will 
increase the tweeter output by @ +3 dB. 
To decrease the output from the tweeter, slide the switch towards the "-" mark.  This will 
decrease the tweeter output by @ -3 dB. For a neutral/flat response, leave the switch in 
the middle position.

 Tip: Run a test signal to the speaker to verify the connection.

FINISH MAINTENANCE AND CARE

The paint finish on all Triad speakers is designed to last a lifetime with minimal care. If 
cleaning the surface becomes necessary, gently wipe the speaker grill with a soft cloth 
lightly dampened with water.

CUSTOM PAINTING

Custom painting is an option available from Triad at the time your speaker is ordered.

If you supply us with an actual paint sample or your paint’s make and model number, 
we can paint your new speaker grill any color you wish. The results will be superior, 
and you will also be supplied with a small bottle of touch-up paint.

Should you elect to paint these yourself, we recommend the following:

TRIAD DISTRIBUTED AUDIO SERIES IN-CEILING SPEAKERS - QUICK START GUIDE

Remove the grill from the speaker. DO NOT paint grill while it’s attached to speaker.
Carefully remove the cloth scrim from the inside of the grill (it will be re-used).
Paint all grills of like color using the same batch of paint.
Spray application is recommended. Use light, multiple coats to avoid blocking any 
of the holes in the grill. (Tips: Use a spray can of compressed air to clear any 
blocked holes during the painting process. Allow each coat to dry fully before 
applying additional coats.)
When painting is completed and dry, re-attach the cloth scrim with light adhesive 
to the inside of the grill.
Fit the grill to the speaker.
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Note: If using a power screwdriver or drill gun, always use the lowest 
torque setting. Never over-tighten.

For DT models only
DT models have two terminals for their 
dual-voice-coil woofer and two tweeters. 
Connect the two left channel wires to one 
terminal and the two right channel wires 
to the other terminal.

Left channel

Right
channel


